Inspection Date: 7/25/2008 RC: 87 BIN: 3347930

Bridge Ratings

| Carried: PALMER RD CO RD 9 Crossed: 100 X CheckValue: 1,698,388,713 |

| nspection Agency: 13 - Consul tant Type of Inspection: 1 - BIENN AL
GIMs: 307 -- Steel - Frane

POSTI NGS: See Gen Rec Page 1 for Postings at tinme of inspection.

Further |nvestigation Needed: No

St at e Hi ghway Nunber: 000000 M | epoint: 0.54 AADT/ Yr: 12259 / 1997
Orientation: 3 - East Political Unit: 2062 - City of YONKERS Year Built: 1932
Total Spans: 1 Ranmp Bridge Attached To Span: NA BI N: NA

Gener al Recommendation: 5 Conputed Condition Rating: 4.926

Abut ment Rati ngs: Beg Abut End Abut

Joint with Deck 8 8
Beari ngs, Bolts, Pads 8 8
Seat s and Pedestal s 6 6
Backwal | 5 4
Stem (Breastwal |) 5 5
Er osi on or Scour 7 7
Foot i ngs 9 9
Pil es 9 9
Recomendat i on 5 5
W ngwal | Rati ngs: Beg Abut End Abut
Val | s 5
Foot i ngs 9
Er osi on or Scour 6
Pil es 9

Channel Rati ngs:
St ream Al i gnnent
Er osi on and Scour
Wat erway Openi ng
Bank Protection

Q
00 00 00 00 g O o wWul
D

Approach Rati ngs: Appr oaches
Dr ai nage
Enmbanknent

Set t| ement

Er osi on
Pavenent

Qui de Railing

a0 O

Number of Fl ags |ssued:

RED: O Yell ow. O Safety: O
Vul nerability Revi ews Recommended: 1=Yes, 2=No, 3=NA, X=NotActive
Hydraulic: 3 Overl oad: X Steel: X
Col I'i sion: X Concrete: X Seismic: X
| nspector's Signature: CheckVal ue: 1, 698, 388, 713 Dat e: 7/25/2008

Signed copy of this inspection report is available
M KE PERNG, PE () (I nspector |D:8100075) in the appropriate NYSDOT Regional Office

Revi ewed By: Date: 11/18/2008

Signed copy of this inspection report is available
in the appropriate NYSDOT Regional Office

MOHAMMVED ELDORR, PE ()  (QC | D: 8100074)




Inspection Date: 7/25/2008

RC: 87 BIN: 3347930

Span Ratings

| Carried: PALMER RD CO RD 9

Crossed: 100 X

CheckValue: 1,698,388,713 [

Deck El enent Rati ngs:

0

=

Weari ng Surface
Cur bs

Si dewal ks,
Rai | i ngs,
Scuppers
Gratings
Medi an
Mono Deck Surface

Fasci as
Par apet s

00O~ OO

Superstructure Ratings:

=

Structural Deck
Primary Menbers
Secondary Menbers
Pai nt

Joi nts
Recomendat i on

oo~ O

Pi er Rati ngs:

=

Beari ngs, Bolts, Pads
Pedest al s

Top of Cap or Beam
Stem Solid Pier

Cap Beam

Pi er Col unms

Foot i ngs

Er osi on or Scour
Pi |l es

Reconmmendat i on

00 00 00 00 00 00 00 00 00 XO|O

Uility Ratings:

o

=

Li ghti ng
Sign Structure
Utilities and Support

OO

Fi el d Notes:

Field Date Arrival

Departure Tenp (O

Tenp (F)

Weat her Condi ti ons

7/ 25/ 2008 9: 00: 00 AM

2:00: 00 PM 29

85

Sunny




Inspection Date: 7/25/2008 RC: 87 BIN: 3347930

Inspection Notes

| Carried: PALMER RD CO RD 9 Crossed: 100 X CheckValue: 1,698,388,713

Note ID: 8B0833479300000

Beg Abut -- Abutment: Backwall -- Rated 5, Was 5

Referenced Photos:
The backwall exhibits fine diagonal cracks with efflorescence in bay 1.

Note ID: 8B0833479300002

Approaches: Pavement -- Rated 4, Was 5
Referenced Photos: "2"
Begin approach pavement exhibits alligator cracks & small pot holes, transversely across 2/3 of
roadway width in 2' strip and longitudinally in 15' length. At end approach, several transverse
cracks up to 3/4" wide are noted. Riding quality is very bumpy.

Note ID: 8B0833479300003

Approaches: Guide Railing -- Rated 5, Was 3

Referenced Photos: "3"
The impacted right rail of begin approach at the corner of the ramp from Central Avenue has been

repaired. All other corners are in good condition.

Note ID: 8B0833479300004

Span 001 -- Deck Elements: Sidewalks, Fascias -- Rated 4, Was 5

Referenced Photos: "4"

Right sidewalk at begin approach exhibits up to 2" cracks due to the settlement at the portion
near right curb. Similar but better condition at end right sidewalk. All other sidewalks are in good
condition. All fascias are in good condition.

Note ID: 8B0833479300005

Span 001 -- Superstructure: Structural Deck -- Rated 4, Was 4
Referenced Photos: "5", "6"
The underdeck is covered by SIP entirely.
The last 3 panels of SIP in bay 1 (panels 9, 10 and 11) exhibit active deck leakage, with severely
rusted and several rust-thru holes revealing the
damp styrofoam lining. Panels 2, 3, 4 and 8 in bay 1, as well as panels 4 thru 10 in bay 5, have
similar leakage but on smaller areas. In addition, at bay 3 near begin abutment and bay 5 near
end abutment, SIP is broken in 3' x 3' area, however the exposed concrete deck is in good
condition.
No underdeck condition sketch is provided because of SIP forms.




Inspection Date: 7/25/2008 RC: 87 BIN: 3347930

Inspection Notes

| Carried: PALMER RD CO RD 9 Crossed: 100 X CheckValue: 1,698,388,713 |

Note ID: 8B0833479300006
Span 001 -- Superstructure: Paint -- Rated 4, Was 5

Referenced Photos: "1, "7"
The paint system is in good condition in general, only steel frame # 5 exhibits heavy corrosion at

center of bridge.

Note ID: 8B0833479300007
Span 001 -- Utilities: Utilities and Support -- Rated 4, Was 5

Referenced Photos: "8", "9"
At underdeck of bay 2, the wrapping for utility pipe shows deterioration in several locations. In

addition, the above deck utility cables is sagging over travel lane by 2' and have minimum vertical
clearance of 11.69' .

Note ID: 8B0833479300001
End Abut -- Abutment: Backwall -- Rated 4, Was 4

Referenced Photos: "1"

At end backwall, bay 1 has one diagonal crack on the lower half with efflorescence. Bays 3 and
4 have one horizontal crack each with efflorescence. Bay 5 has a diagonal crack with
efflorescence & scaling on upper 3', and, 2 hollow sounding spots each approx 1SF in area.




Inspection Date: 7/25/2008 RC: 87 BIN: 3347930

Inspection Photos in Photo Number Order

[ Carried: PALMERRDCORD9 Crossed: 100 X CheckValue: 1,698,388,713 [

Location: Underside of
bridge near end abutment
Looking: Ahead

Location: Begin approac
Looking: Left.




Inspection Date: 7/25/2008 RC: 87 BIN: 3347930

Inspection Photos in Photo Number Order

[ Carried: PALMERRDCORD9 Crossed: 100 X CheckValue: 1,698,388,713 [

Location: Begin
approach right side ,
Looking: Ahead and left :_

Location: Right sidewalk
of begin approach
Looking: Ahead




Inspection Date: 7/25/2008

RC: 87 BIN: 3347930

Inspection Photos in Photo Number Order

| Carried: PALMER RD CO RD 9

Crossed: 100 X

CheckValue: 1,698,388,713 [

Location: Underdeck at
bay 3 adjacent to begin
abutment

Looking: Left

|Photo Number: 5

Photo Filename: 08PH6064 2.JPG

Location: Underdeck of
bay 1 near end abutment
Looking: Right

|Photo Number: 6

Photo Filename: 08PH6074 12.JP

~
\J
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